EVORA

Inspired by its namesake Portuguese city—a storied municipality with grand palaces and a rich cork manufacturing heritage—Evora is a
porcelain collection that blends Old-World charm with contemporary style. Three luscious colors and two distinctive finishes make this
large-format tile ideal for virtually any interior décor. Evora features chips and speckles against a rich background of Beige, Grey, or Black.
Evora Deco resembles the texture of cork, with flecks and grains adding dimension to the same trio of colors. Evora is available in 24” x 48”
x 3/8” tile, while Evora Deco is stocked in 24” x 48” x 14” tile.
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EVORA MATTE

BeigeMatte Grey Matte Black Matte
TAILORED TO
APPLICATIONS ATTRIBUTES VARIATION CUSTOMIZATION
INTERIOR | INTERIOR | SHOWER | SHOWER | EXTERIOR | EXTERIOR POOL/ COUNTER | FIREPLACE beOF N ) FIELD
FLOOR WALL WALL FLOOR FLOOR WALL FOUNTAIN ToP SURROUND e hd v ki

Commercial Yes, Yes, Yes, Yes, .63 b |

Light/Medium All including including non freeze including No Yes Yes o.62
steam steam thaw freeze thaw 0.63

INSTALLATION/MAINTENANCE AVAILABLE SIZES

SETTING GROUT GROUT MEMBRANE FLEXIBLE SEALER CLEANER INSTALLATION LAYOUT DRY QR
MATERIAL JOINT SEALANT INSTRUCTIONS| LAYOUT LINK
Ardex X77
Ardex FL i i
White Microtec Rapid S R Ard Ar.d.ex SX AquaMix AquaMix TCNA Max. 33% ded
Fiber Reinforced apid Set 16” min rdex 8+9 Silicone Grout Concentrated Handbook Offsct Recommende
Mortar1 Sandedz Sealant Release Cleaner
NOTES
!Alternate Setting Materials: Ardex X5 White Medium Bed Mortar and Mapei Ultraflex LFT White

2Alternate Grouts: Ardex FG-C Microtec Unsanded and Ardex DG 1 - One Component Grout

MATTE PORCELAIN
RECTIFIED FIELD TILE
24” x 487 x ¥/8”

Tech Notes: Product must be installed in accordance with current TCNA Handbook tile installation methods. Dry laying of this product prior to installation is
recommended. Per TCNA guidelines, running bond/brick joint patterns should be installed with a maximum offset of 33% and a minimum grout joint width of

1/16”, unless otherwise approved by the owner or decision-maker. Use proper troweling techniques. Directional troweling and back-buttering large-format tiles help

ensure full coverage, mortar transfer, and bond strength. Applying a grout release prior to grouting is recommended.
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EVORA DECO MATTE

Deco Beige Matte Deco Grey Matte Deco Black Matte

TAILORED TO

APPLICATIONS ATTRIBUTES VARIATION CUSTOMIZATION
INTERIOR INTERIOR SHOWER SHOWER EXTERIOR EXTERIOR POOL/ COUNTER FIREPLACE DCOF
FLOOR WALL WALL FLOOR FLOOR WALL FOUNTAIN TOP SURROUND
MOSAIC
0.61
Commercial . Yesf ‘ Yesr
Light/Medium| All including No No including No Yes Yes 0.59
steam freeze thaw 0.58

INSTALLATION/MAINTENANCE AVAILABLE SIZES

SETTING GROUT GROUT MEMBRANE FLEXIBLE SEALER CLEANER INSTALLATION LAYOUT DRY QR
MATERIAL JOINT SEALANT INSTRUCTIONS| LAYOUT LINK
Ardex X77
Ardex FL i i
White Microtec Rapid S R Ard Ar.d.ex SX AquaMix AquaMix TCNA Max. 33% ded
Fiber Reinforced apid Set 16” min rdex 8+9 Silicone Grout Concentrated Handbook Offsct Recommende
Mortar1 Sandedz Sealant Release Cleaner

NOTES

!Alternate Setting Materials: Ardex X5 White Medium Bed Mortar and Mapei Ultraflex LFT White

2Alternate Grouts: Ardex FG-C Microtec Unsanded and Ardex DG 1 - One Component Grout

MATTE PORCELAIN
RECTIFIED FIELD TILE
24” x 487 x Va”

Tech Notes: Product must be installed in accordance with current TCNA Handbook tile installation methods. Dry laying of this product prior to installation is
recommended. Per TCNA guidelines, running bond/brick joint patterns should be installed with a maximum offset of 33% and a minimum grout joint width of
1/16”, unless otherwise approved by the owner or decision-maker. Use proper troweling techniques. Directional troweling and back-buttering large-format tiles help

ensure full coverage, mortar transfer, and bond strength. Applying a grout release prior to grouting is recommended.
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